NOTE:
PLACEMENT OF STOP BOX CAN VARY FROM A MAXIMUM OF

1 —
5 FEET OUTSIDE THE PROPERTY LINE

TO THE PROPERTY LINE.

PLACEMENT OF THE STOP BOX OUTSIDE THE PROPERTY LINE

IS PREFERRED.

2 — OWNER’S RESPONSIBILITY FOR LEAK REPAIR SHALL BE UP TO AND
INCLUDING THE TUBE NUT WHICH THREADS ONTO THE CURB STOP.
OWNER’S RESPONSIBILITY FOR REPAIRS OTHER THAN LEAK REPAIR

EXTENDS TO THE CORPORATION STOP.

3 — ACWWA WILL REPAIR LEAKS ON SERVICE LINES
WHEN NOTIFIED, FROM THE CORPORATION STOP TO CURB STOP.

OWNER’S SERVICE PIPE AND RESPONSIBILITY
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COMBINATION

BE INSTALLED &

COVER FOR METER PIT & STOP BOX SHALL
THE ADJACENT GROUND.
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& SIDEWALK.
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4.5 MIN.

= PAVEMENT
SERVIGE  PIPE SHALL BE
TYPE “K” COPPER FROM
MAIN THROUGH THE
METER PIT.

INSULATING COUPLING

REQUIRED WITH METALLIC
WATER MAINS. |
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ACWWA’S
BOUNDARY
FOR LEAK REPAIR ONLY

(SEE NOTE)

SHOULD ANY SITUATION ARISE
OTHER THA CONCERNING
THE DEPTH OR OBSTRUCTION

OF SERVICE LINE OR THE
PLACEMENT OF METER PIT OR
STOP BOX CALL 303—-7380—4830
AND ASK FOR CUSTOMER
SERVICES FIELD SECTION.

DIRECT TAPS ARE NOT ALLOWED.
SADDLE TAPS ARE REQUIRED FOR
ALL PIPE.

STANDARDS & REVISED:

SPECIFICATIONS

DOMESTIC SERVICE
OUTSIDE METER

DRAWING NO. 200—16

INSTALLATION
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